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	概要　ＥＡ　(600字～800字程度にまとめてください。)

　近年，スピンエレクトロニクスの分野において，有機分子の磁気的輸送現象，すなわち有機分子へのスピン注入の研究が非常に注目されている．本研究では，有機分子へのスピン注入手段として，有機電界発光素子（有機EL素子）を用いた．素子の電極に強磁性金属を用い，素子の電極から発光分子層へスピン偏極キャリアを注入することにより，スピン偏極発光を観測することを目指した．さらにこれを用いて，有機電界発光分子のスピン依存伝導機構を明らかにすることを目指した．
　スピン偏極発光観測のための有機EL素子として，「ガラス基板/透明陽極(ITO)/ホール輸送層(TPD)/発光分子層X/トンネル障壁層(酸化Al)/金属陰極M」の構成の素子を，スパッタリング法および真空蒸着法により作製した．発光分子Xとして，Alq3および，Ir(ppy)3を用いた．金属陰極Mとして，強磁性体Feおよび，比較のために非磁性体Alを用いた．
　作製した素子の電気伝導特性を電流-電圧特性測定装置（本研究費で購入，構築）を用いて評価した．また，素子の発光特性を，発光スペクトル測定装置により評価した．

　また，スピン偏極発光測定装置（本研究費で購入，構築）により，スピン偏極発光の観測を行った．発光分子XとしてAlq3，金属陰極Mとして強磁性体Feを有する素子から，円偏光発光を観測した．その円偏光度は素子への印加磁場の増加とともに増加し，発光層の膜厚の増加とともに減少した．以上より，観測された円偏光の起源は主に陰極から発光層へのスピン注入によると結論した．また，その膜厚依存性からAlq3発光層のスピン拡散長を60 nm以下と見積もった．
　以上の研究成果は，第66回応用物理学会学術講演会（2005年9月），第29回日本応用物理学会（2005年9月），第19回国際学会ICMFS（2006年8月）および，第17回国際磁性会議ICM（2006年8月）において，発表した．また成果を論文として投稿し，国際雑誌Jpn. J. Appl. Phys. および国際雑誌J. Magn. Magn. Mater. にそれぞれ、公表（2006年9月）および，受理（掲載決定済）された．
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	欧文概要　ＥＺ

 Recently, a research field of spin-injection into organic molecules has attracted much attention. In this research, spin　injection into organic light-emitting devices (OLEDs) was focused and observation of spin-polarized luminescence from OLEDs with a ferromagnetic cathode was carried out. 
The OLEDs with a ferromagnetic cathode Fe as a spin injector were prepared by using conventional magnetron sputtering and vacuum vapor deposition. The optimized stacking structure was glass-substrate/ITO(transparent anode)/TPD(a hole transport layer)/Alq3(an emissive layer)/Al-O(tunnel barrier)/Fe(a ferromagnetic cathode). The devices with a non-magnetic cathode Al were also prepared for the sake of comparison. 
When an external magnetic field was applied to the OLEDs with an Fe cathode, circular polarization was observed. The degree of circular polarization increased with increasing the applied magnetic field and decreased with increasing the emissive layer thickness. On the other hand, the OLEDs with an Al cathode showed no circular polarization. These phenomena suggested that observed circular polarization mainly originated from spin injection from an Fe cathode into the Alq3 emissive layer. Spin diffusion length in the Alq3 layer at room temperature was estimated to be less than 60 nm from the emissive layer thickness dependence of the degree of circular polarization. 
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